Natural surface

2% slope

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol

2.5m erosion protection and revegetation layer

1m low permeability capping layer

4:1 (H:V) batter slope

drainage to sediment dam

King Vol Sediment Dam

Burke development road

King Vol